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MODBUS REGISTER MAP

INPUT REGISTERS

1 I:anszi):;ature signed integer Actual temperature level -300—700 500 = 50,0°C
2 Temperature yn5|gned Output value according to temperature 0—1.000 1.000 = 100 %
output value integer
3 Temperature unsigned When set to '1' this indicates that the measured temperature exceeds the alert values defined in holding registers 01 0 = Temperature measurement OK
alert flag integer 13 and 14 ! 1 = Temperature measurement too low/high
4 Temperature unsigned When set to '1' this indicates that the measured temperature is outside of the range of values specified in holding 0,1 0 = Temperature range OK
range limit flag integer registers 11 and 12 ! 1 = Temperature range too low/high
5 Temperature yn5|gned Flag indicating whether communication with the temperature sensor has been lost 0,1 0 f oK
sensor state integer 1 = Fault
6—9 Reserved, return 0
10 Relative humidity [ unsigned Actual relative humidity level 0—1.000 1.000 = 100 % rH
level integer
Relative humidity unsigned ) . - _ _ o
11 output value integer Output value according to relative humidity 0—1.000 1.000 = 100 %
Relative humidity unsigned When set to '1' this indicates that the measured relative humidity exceeds the alert values defined in holding 0 = Relative humidity measurement OK
12 ; N 0,1 ] o .
alert flag integer registers 21 and 22 1 = Relative humidity measurement too low/high
13 Relative humidity unsigned When set to '1' this indicates that the measured relative humidity is outside of the range of values specified in 0.1 0 = Relative humidity range OK
range limit flag integer holding registers 19 and 20 ! 1 = Relative humidity range too low/high
Humidity sensor unsigned P [ . - 0= OK
14 state integer Flag indicating whether communication with the humidity sensor has been lost 0,1 1= Fault
15 Dew point level signed integer Calculated dew point -700—700 200 = 20,0°C
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INPUT REGISTERS

16—20 Reserved, return 0
unsigned _ _
21 CO, level integer Actual CO, level 0—5.000 2.000 = 2.000 ppm
22 CO, output value I!"nrgzigggred Output value according to CO, 0—1.000 1.000 = 100 %
CO, Alert 1 unsigned e X - . . 0 = CO, measurement OK
23 indzication integer When set to '1' this indicates that the measured CO, exceeds the Alert 1 value defined in holding register 25 0,1 1= COi measurement too high
CO, Alert 2 unsigned Rl X ] . . 0 = CO, measurement OK
24 indzication integer When set to '1' this indicates that the measured CO, exceeds the Alert 2 value defined in holding register 26 0,1 1= coi measurement too high
CO, sensor unsigned TS P : 0= OK
25 staztus integer Flag indicating whether communication with the CO, has been lost 0,1 1= Fault
26—40 Reserved, return 0
Ambient light unsigned . . . . _ _
41 intensity integer Measured ambient light intensity 0—32.000 1.000 = 1.000 lux
unsigned The Active / Standby light level defined in holding registers 35 and 36 determines whether the device is in active 0 = Low light intensity
42 Active / Standby inte ger or in standby mode. If the measured light level falls between the two thresholds, the indication is 0 (Low light 0—2 1 = Active
9 intensity) 2 = Standby
43 Ambient light yn5|gned Flag indicating whether communication with the ambient light sensor has been lost 0,1 0= 0OK
sensor status integer 1= Fault
44—50 Reserved, return 0
Note: The input registers can be read via the Modbus command: “Read input registers”.
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HOLDING REGISTERS

Data type Description Raw data range Factory default

values
Device slave unsigned .
1 address integer Modbus device address 1—247 1
unsigned o 0= 4.800 3= 38400 6 = 230.400
2 Modbus baud rate integer Modbus communication baud rate 0—6 1= 9.600 4= 57.600 2
9 2 =19.200 5= 115.200
. 0= 8N1
3 Modbus parity mi'ggred Parity check mode 0—2 1= 8E1 1
g 2= 801
. Device t unsigned . . 1.797 = RSMFG_—3
ype integer Device type. Read only 1.797—1.799 1.798 = RSMFF-3
1.799 = RSMFH-3
5 HW version mseggfd Hardware version of the device. Read only XXXX 0x0200 = HW version 2.0
6 FW version iunréseggfd Firmware version of the device. Read only XXXX 0x0100 = FW version 1.0
7 Reserved, returns 0
8 Modbus safety unsigned Setting a timeout for no Modbus communication. When the time expires, the output(s) is/are set to 0 0—60 0 = no timeout 0
timeout integer . ! 60 = 60 minutes
Modbus network . .
- P unsigned o . . 0 = NBT disconnected
9 Eﬁ%‘?’t)or termination integer If unit is used as end device of the line, NBT should be connected 0,1 1= NBT connected 0
10 Modbus registers unsigned Modbus Holding registers (from HR11 onwards) are reset to their default values. This register is 0,1 0 = Idle 0
reset integer automatically reset to '0' once completed ’ 1 = Reset Modbus Registers
Minimum unsigned The minimum temperature range value - it cannot be set higher than the maximum temperature range ,__ _ _
i temperature range integer value minus 5°C 0—(Max - 50) 100 = 10,0°C 0
Maximum unsigned The maximum temperature range value - it cannot be less than the minimum temperature range value . _ _
2 temperature range integer plus 5°C (Min + 50)—500 500 = 50,0°C 500
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HOLDING REGISTERS

Data type Description Raw data range ‘F’:f:g;y default

13 'zlei:'\i;l:'glure alert #‘rlzigggfd Minimum temperature alarm value E/I:ipr;g.;p;:—z:pﬁeg:::m 100 = 10,0°C 0
14 zlearr)\(:)rgﬁantqure alert ﬁ‘r;seiggg:zd Maximum temperature alarm value ?elg]nr;g::?njgllaeéa::;ege 500 = 50,0°C 500
15—18 Reserved, return 0

19 llj:llljr;;rlm:jtl:t? ::#aglive I}:_\r;éigggfd 'rll'ﬂﬁqm_jg}n:gr?;gngltL\/eenI:itjnnJisdist‘};orange value - it cannot be set higher than the maximum relative 0—(Max - 50) 200 = 20,0 % rH 50
20 ITSr)r(wiirdni';:lTr;ilsgve mseiggfd ;Il'gﬁj(renslﬂsm;o;: relative humidity range value - it cannot be less than the minimum relative humidity range (Min + 50)—1000 1.000 = 100 % rH 950
21 r":'l:rr‘T"Tj‘ﬂt’;‘ Jelative I”;;Zggred Minimum relative humidity alarm value L”iﬂngé‘f_liﬁ':}::ﬁ?é.‘iiy 200 = 20,0 % rH 300
22 rl\:ljéiirgiltl;narlglr?:tive iunrtlseiggred Maximum relative humidity alarm value ;}Eﬁ%?%}zgglgtigzy 1.000 = 100 % rH 700
23 'Ij’l.‘irr‘nigrgum co, If':,":seigggred Minimum value of the CO, range. The value is used for calculating CO, output level 0—(Max - 100) 1.000 = 1.000 ppm 350
24 ﬁ’;’;‘;““m co, mse'gge"fd Maximum value of the CO, range. The value is used for calculating CO, output level (Min + 100)—5.000 2.000 = 2.000 ppm 2.000
25 CO, Alert 1 level iuraseiggfd CO, value for 'Alert 1'. When the CO, value exceeds this value, Input register 23 will indicate '1' (1)0—0()Alert 2 Level - 400 = 400 ppm 900
26 CO, Alert 2 level iL:_‘ntzigg:red CO, value for 'Alert 2'. When the CO, value exceeds this value, Input register 24 will indicate '1' g%lg)rié'la%\ael + 2.000 = 2.000 ppm 1.200
27—34 Reserved, return 0

35 Active level mseiggfd Value for active ambient light level. If this value is exceeded, Input register 42 will indicate 'Active’ 0—32.000 100 = 100 lux 100

MBRM-RSMFX-3-EN-000-03/02/2026 www.sentera.eu 5-7



RSMEX-3 | ruruconco /SENTERA

HOLDING REGISTERS

Factory default

Data type Description Raw data range e
36 Standby level iL:_:"tZigggred Value for standby ambient light level. If below this value, Input register 42 will indicate 'Standby’ 0—32.000 10 = 10 lux 10
37—39 Reserved, return 0
40 CO, module self- unsigned Enables or disables the self-calibration technique of the CO, module. If it is enabled, it is recommended that 01 0 = Disabled 1
calibration integer the CO, concentration drops to the outside level (400 ppm) at least once over a 7-day period . 1 = Enabled
Output 1 unsigned 1= 0—10VDC
41 Temperature - integer Select analogue / modulating output 1 type 1-3 2= 0—20mA 1
type 9 3= PWM
Output 1 overwrite unsigned . 0 = Disabled
42 enable/disable integer Enables the direct control over the temperature output 1 0,1 1 = Enabled 0
43 \?;;E%Ut 1 overwrite mse‘gggfd Overwrite value for output 1. Active only if Holding register 42 is set to 1 0—1.000 1.000 = 100 % 0

Output 1 internal

unsigned . . 0 = 3,3VvDC
44 \s/gll(tei%%gource integer Selection of internal voltage source for PWM output 1 0,1 1 = 12,0 VDC 0
45—50 Reserved, return 0
- . 1= 0—10VDC
Output 2 Humidity unsigned . _
51 - ; Select analogue / modulating output 2 type 1-3 2= 0—20mA 1
type integer 3= PWM
Output 2 overwrite unsigned . . . 0 = Disabled
52 enable/disable integer Enables the direct control over the relative humidity output 2 0,1 1 = Enabled 0
53 Output 2 overwrite mi‘ggfd Overwrite value for output 2. Active only if Holding register 52 is set to 1 0—1.000 1.000 = 100 % 0
Output 2 internal . _
54 voltage source yn5|gned Selection of internal voltage source for PWM output 2 0,1 0 — 3,3 VDC 0
selection integer 1 = 12,0VvDC
55—60 Reserved, return 0
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HOLDING REGISTERS

Factory default

Data type Description Raw data range s
_ . 1= 0—10VDC
61 %%tgu': 3 Co, ;‘n'lzggred Select analogue/ modulating output 3 type 1—3 % = gWI%IO mA 1
Output 3 overwrite unsigned . 0 = Disabled
62 enable/disable integer Enables the direct control over the CO, output 3 0,1 1 = Enabled 0
63 S;E%Ut 3 overwrite iunrlzigggred Overwrite value for output 3. Active only if Holding register 62 is set to 1 0—1.000 1.008 = 108 ;’,/: 0
Output 3 internal . _
64 voltage source ;Jn';se'gne‘j Selection of internal voltage source for PWM output 3 0,1 (1) = 15"\3;3/8(: 0
selection ger =
65—78 Reserved, return 0
i 1 = Temperature
79 LED indication mseggred Choose a sensor to be associated with LED indication 1-3 2= rH P 3
3= Co,
. unsigned . _ 0 = OFF
80 LED brightness integer Set LED brightness 0—10 5= 50 9% 5
Note: The holding registers can be managed via the following Modbus commands: “Read Holding Registers”, “Write Single Register” or “Write Multiple Registers”.
The free Sentera configuration and monitoring software 3SModbus can be d loaded via: https://www.sentera.eu/eu/3SMCenter
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